Cantata 1.2kW @ Strand Theatre Lighting

CANTATA
1200W

Features

The Cantata range combines all the features and performance
criteria demanded by the professional theatre to become the 1.2kW
spotlights of choice for lighting professionals.

U Range comprises Fresnel and PC Spot and three variable beam angle
profile spots.

QProfile spots incorporate rotating gate assembly

QAIl models feature drop down lamp tray for easy lamp access and
reflector cleaning

WMains supply isolated when lamptray opened
U Easy to use lamp adjustment on profiles
O Durable construction of pressure die cast and extruded aluminium
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Weights and dimensions

F PC
Weight 5.8kg 7.2kg
Packed Weight 7-7kg 9.1 kg Cantata PC (Prism-Convex)
Packed length 530mm 600mm
Packed width 390mm 390mm
Packed height 390mm 390mm

LIGHTING

5 Strand



Cantata 1.2kW

Photometric data

Cantata F : Narrow

Distance (m) 5 7.5 10 12.5 15
Beam@ m) 0.8 1.1 1.5 1.9 23
llum (ux) 5300 2350 1325 850 590

Cantata PC: Narrow

125 15
Beam@(m 04 06 08 10 12

Distance (m) 5 75 10

3840

870

lllum (lux) 7825 1960 1250
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Cantata F : Wide

12.5 15
100 120

Distance (m) 5 75 10
Beam @ (m) 4.7 6.0 8.0
lllum (lux) 710 620 180

Cantata PC: Wide

12.5 15

Distance (m) 5 75 10
Beam @ (m) 4.9 6.5 8.7 109 130
Illum (lux) 570 250 145 20 65

To calculate lux levels at any throw distance divide the following factors by the distance squared:

F PC
N w N w
Lux 132243 17715 195652 14238

e.g. Cantata PC at full flood over 12m throw

14238/144 = 98.9Lux

To calculate beam diameters at any throw distance multiply the throw in metres by the following factors:

F PC
N w N w
Dia 0.5 081 008 0.87

e.g. Cantata PC at full flood over 12m throw  0.87 x 12 = 10.44m



